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Optimize multi-story
construction

Versa-Dek® Composite floor deck



Lower costs. Higher performance.
Versa-Dek® Composite for multi-story construction
Improve project performance. Maximize density. Increase returns on investment. Versa-Dek® Composite dovetail galvanized steel 
deck serves as a formwork and reinforcement for field-placed concrete toppings. When combined with cold-formed steel, ICF or 
masonry walls, Versa-Dek® Composite creates non-combustible frames that outperform standard wood construction. It can be 
integrated into structures up to 10-stories tall to help maximize density and returns on property investment.
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The long-spanning benefits of Versa-Dek® Composite

Find the best solution
for your multi-story development.

Scan to learn more.

Non-combustible Versa-Dek® Composite achieves fire ratings in 
unprotected assemblies. A 5.25-inch thick deck slab can achieve 
a 2-hour rating.

Head-of-wall construction can eliminate costly fire/smoke/sound 
sealants between rooms.

Comfortable: Minimize sound transmission between floors and dampen 
vibration due to the impact of foot tra�c. Thermal mass absorbs, stores and 
releases heat, helping regulate and reduce heating and cooling costs.

Non-combustible: Achieve fire ratings without depending on gypsum 
ceilings or fire-resistive sprays. 

Healthier: Composite deck-slabs are not susceptible to rot or mold.

Stable: Monolithic deck-slab eliminates creaking floors.

Built to last: Frame integrity helps retain long-term value and marketability.

Lower insurance costs: Compared to wood frame, steel-framed buildings 
cost less to insure through lower builder’s risk and general liability premiums. 
O�-site wall panelization reduces worker’s compensation policy premiums.

Known in the industry: Contractors are familiar with its many features, 
including traditional labor, equipment, methods and sequencing. Avoids 
alignment of deck flutes with wall studs.

Trade-friendly: Pre-set sleeved or core-drilled holes, framed openings, and  
wedge anchors for suspending MEP services (no drilling, dust or noise), etc.
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Versa-Dek® 3.5 LS Composite

Versa-Dek® 2.0 LS ES Composite 
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